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DETAIL B 
SCALE 1 : 5

Mounting Instructions

If Display manufacturer allows, set Display face down on •
flat surface for best results.
Any Display Wall Mount (by Others) goes over Innovox •
Mounting hardware.  Display mounting bolts go through 
Wall Mount, into Innovox hardware and then into the 
display.

Attach Span Bar (3) and Wall Mount (by Others) to 1.
display (1), using display attach bolts (8, Not Included).  
Attach Mounting Arms (4) to Span Bar (3) using 1/4" 2.
washers and nuts (7).  One washer and nut per attach 
point, QTY 8.  Finger tighten nuts only.
Slide two Hex Head Bolts (9), into each track on back of 3.
speakers.
Place Speaker Attach Plates (5) onto track on speakers 4.
(2) using the hex head bolts (9)and finger tighten kep 
nut/washer combination (7).
Secure speaker attach plate/speaker assembly from step 5.
4 to mounting arms (4) using a kep nut/washer combo (7) 
per attach point.
Align speakers to match the display and tighten all nuts.6.

ITEM NO. DESCRIPTION Quantity

1 Display 1

2 Flex V2 Speaker 2

3 Flex Span Bar 2

4 Flex Mounting Arm 4

5 Flex Speaker Attach Plate 4

6 1/4"-20x.50" Carriage Bolt 8

7 1/4'-20 Kep Nut/Washer Combination 20

8 Display Mounting Bolt (By Others) 4

9 1/4"-20 Hex Head Bolt 4
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