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CLA-435

Curvilinear Line Array loudspeaker
for articulatioin extension applications

Description

The CLA-435 is a four-element line-array loudspeaker designed
for speech reinforcement in challenging acoustic environments. It
features four 35-inch mid-frequency and four ribbon high-frequency

drivers, delivering outstanding speech intelligibility and musical detail.

This loudspeaker comes pre-configured with a 35° vertical and 120°
horizontal coverage pattern.

Key Features

e Asymmetrical 120° H x 35° V Coverage

e Seamlessly integrates into the architecture

e Unmatched intelligibility and musical detail

«  Exceptional vertical control / wide horizontal coverage
e Available in a variety of finishes

Nominal Data

Frequency Response 150Hz—20KHz +/- 3dB’

Power Handling (AES-2) 300W
Impedence 80hm
Sensitivity 94dB/ 283V
Max Long-Term SPL 109dB

Max Peak SPL 123dB

Dimensions (HxWxL) 17.88" [454mm] x 843" [214mm] x 364" [92mm]

Net Weight 90 Ibs./ 41kg

Shipping Weight T1bs. /5 kg

1 Requires factory preset
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It effectively maintains vertical control to 1000Hz and has a usable

frequency range of 150 Hz to 20 kHz. The CLA-435 is specifically
engineered to seamlessly integrate into any CLA deployment,
ensuring effective coverage and intelligibility in larger spaces.

Applications

Houses of worship
Auditoriums

Multipurpose meeting venues
Places of gathering, lobbies
Corporate gathering spaces
Higher education / K12

Descriptive

1

2

System Configuration Curvilinear line array

Recommended min HPF BW24 /150Hz

Component Loading Four 35" mid-base, four ribbon high-frequency drivers

Input Configuration Speakon NL4, 2-pole 508mm phx
Enclosure Type Sealed
Enclouser Materials Aluminum, baltic birch
Finish Warnex texture - peforated metal grille '

Suspension Hardware Included u-bracket?

Standard color is black, custom colors are available upon request, upcharge will apply
Optional CLAWM wall mount bracket is available
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Technical Drawings
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FRONT VIEW

(Shown without Grille)

Accessories
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SIDE VIEW
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ISO VIEW

(Shown with Included mounting bracket)

CLAWM

Wall mount bracket for CLA series
Will ship in matching color to the loudspeaker
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